
 Preset value count mode

 Batch count mode 
(customisable from 1 to 999)

 UV, double, chain, half note, jam 
detection, door open detection

 Automatic or Manual start

 Remote display, PC connection, Printer

 Easy Access to the Passage 
to get out Jammed Notes

3.5 INCH SEGMENT LCD DISPLAY, INCLUDE VALUE 
PART, PCS PART, ERROR CODE PART AND ALL 
FUNCTION PARTS.

SC-1700
Banknote Counter

NOTE COUNTER & SORTERS

TECHNICAL SPECIFICATIONS

Dimension(W×L×H) 300mm×247mm×287mm

Net Weight About 6KG

Currency Support Single

Power requirement AC 220V 50Hz ±10%
AC 110V 60Hz ±10%

Counting Mode Piece counting with preset value

Counting Speed
Low speed:900pcs/min
Middle speed:1200pcs/min
High speed:1500pcs/min

Counterfeit Detection UV, MG(option)

Other Detection Width Detection, Double Detection,
Half Notes Detection

Batch number 0~200

Display 3.5 inch LCD

Hopper Capacity About 500pcs

Stacker 200pcs

Countable Notes Size Length: 120mm~180mm
Width: 50mm ~90mm

Countable Notes Thickness 0.05mm~0.15mm

Power Consumption Sleeping Mode ≤15W
During Operation ≤50W

Working Noise Idle running ≤ 60dB, operation ≤ 75dB

Software Upgrade RS-232 Port

External Display Optional Part

Working Condition Temperature (0~40°C)/Humidity(40~90%)
Air Pressure (70-106kpa)

Storing Condition Temperature (-40~55°C)/Humidity(10~95%)
Air Pressure (70-106kpa) ©
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